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CS-801 

Professional and economic 

High sensitivity 6 zones walk-through metal 

detector For prison and facility asset protection 

 
 
 High sensitivity

 

 Strong anti-interference

 Complies with CE&RoSH

 
 

 
Performance and Feature 

 
1. Detection zones: Divided into 6 zones to 

precisely identify multiple target location form 

head to toe, avoid the weak/blind areas. 

 

 
2. Alarms mode: Sound&visual Alarm 

 

 
3. Sensitivity: The sensitivity is adjustable 

flexibility between 0 to 99,can detect a pin. 

 

 
4. Password protection: Allow the authorized 

person to operate. 

 

 
5. LED Location indicators: show the metal 

position exactly. 

 

 
6. No harm to human body: Reaching the EMC 

electromagnetic radiation, harmless to the heart 

pacemaker, pregnant woman,the floppy disk,film 

and video etc. 

 

 
7. Installation: It takes only 20 minutes to install 

or remove. The installation manuals distributed 

randomly. 

 

8. Product Craft: Using of PVC composite 

materials and special production process, so the 

appearance is very beautiful and sumptuous. 

 

 
9. Statistic function: It can track the number of 

passengers and alarm time. 
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Specification: 

 
Ambient Operating from 20℃ to +60℃ 

Temperature :  （from -4℉ to +140℉ ） 

Humidity: 0 to 95% 

Power supply: AC90V-250V, 50HZ-60HZ 
 

Battery(optional):12VDC 

Consumption typical:35w(AC),25W(DC) 

Alarm: sound alarm 
 

Sensitivity: 100 sensitivity steps in each 

program. 

Interference suppression:digital filtering by 

signal processor. Several frequencies to 

suppress local electrical noise 

Warranty: two (2) years, parts 

Dimension: 

Interior: 

2100mm(h)*700mm(w)*500mm(d) 

Exterior: 

2200mm(h)*800mm(w)*500mm(d) 

Weight: 65kg 

Shipping weight&volume: 

Total shipping weight:88kg 

Shipping volume:0.45m³ 

Color: Dark Grey, Silver or as customized. 

OEM/ODM:  Yes 

 

 
 

CS-801 

Conformity 

 
Safety Standards 

The CS-801meets with the limits set by international 

Options and Accessories 

 

 
Battery backup:up to 8 hours of run-time when 

no power available. 

Traffic Lights:to assist in the smooth flow of 

people through the unit. 

Castor: easy to move. 

LED indicator:both side led indicator to show 

alarm. 

 

Packing detail: 

 
Packing dimension and weight: 

 
(One walk through metal detector pack into two carton) 

 

 
 

Door Panel: 233x72x24cm 53kg 

Overhead control unit:80x52x30cm 17kg
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