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CS-803 

Gorgeous and Accurate 

 
6 zones walk-through metal detector for 

hotel, meeting and exhibition 

 High sensitivity 

 Strong anti-interference 

 Complies with CE&RoSH 

 

 
The CS-803 six zone walk-through metal detector 

adopt excellent digital signal processing 

technology, increase the safety in prisons and 

jails by efficiently detect small metal object that 

can be used as weapons, even when they are 

hidden in body cavities. When used in 

manufacturing and distribution facilities to 

protect small, valuable assets, the CS-803 

profitability by detecting employee theft. 

 

Performance and Feature 

 
1. Super bright 5.7 inch LCD screen. 

2. Digital panel; English and Chinese bilingual 

menu, IR Remote controller. 

3. The both sides LED door will show the metal 

position exactly. 

4. Adaption nonvolatile memory: Even the 

power is off in anytime, you can find data again. 

5. Alarms methods: Sound &Visual Alarm. ZK- 

803 will show the location of the forbidden 

metal hidden in human body such as weapon 

and knives exactly with the Corresponding 

height LED indicators in both side door panel. 

6. Sensitivity: 256 sensitivity steps in each 

program. Separate vertical zones with 

independently adjustable sensitivity from 0-255. 

7. Intelligent statistic: Respectively count the 

number of people go into and out, and alarm 

time. 

8. Password protection: Only allow 

The authorizes to operate. The password can 

be revised as requirement. It is high safe. 

9. Easy to installation: Just take 20mins to 

install or remove follows user’s manual. 
 

 

 
 

Specification: 

 

 
Ambient Operating from 20℃ to +60℃ 

Temperature: （from -4℉ to +140℉ ） 

Humidity:  0 to 95% 

Power supply:   AC90V-250V, 50HZ-60HZ 

Consumption  typical: 35w (AC),25W(DC) 

Alarm: sound alarm and Visual LED 

Sensitivity: 256 sensitivity steps in each 

program. 

Interference suppression: digital filtering by 

signal processor. Several frequencies to 
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suppress local electrical noise 

Warranty: two (2) years, parts 

Dimension: 

Interior: 2100mm (h)*700mm 

(w)*500mm (d) 

Exterior: 2200mm (h)*800mm 

(w)*500mm (d) 

Weight: 65kg 

Shipping weight volume: 

Total shipping weight: 88kg 

Shipping volume: 0.45m³ 

Color: Dark Grey, Silver or as 

customized. 

OEM/ODM: Yes 

 
 

 

 
 
 

CS-803 

Conformity 

Accessories 

 
Indoor: for indoor use. 

 

Traffic Lights: to assist in the smooth flow of 

people through the unit. 

Castor: easy to move. 

LED indicator: Both front and back with led 

indicator to show alarm. 

 

Packing detail: 

 
Packing dimension and weight: 

 
(One walk through metal detector pack into two carton) 

 
Door Panel: 233x72x24cm 53kg 

Overhead control unit: 80x52x30cm  17kg 

 

 Safety Standards 
 

The CS-803 meets with the limits set by international 

standards for human safety. Safe for wearers of 

heart pacemakers, pregnant women and magnetic 

recording materials. 

 RoSH Compliant 
 

Adopting toxin-free, non-hazardous material, no 

harm to human body. 

 CE Compliant 
 

Conforms to the applicable international standards 

for electrical safety and EMC. 
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